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تك  –جهت بهبود رفتار ديناميكي موتورهاي القايي سه فازه    SVCطراحي كنترلر مقاوم براي  - 5
چهارمين كنفرانس  -    Kharitanovو    QFTقفسه اي در شرايط راه اندازي به كمك روش هاي 

  1375مهندسي برق ايران 
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  1377بين المللي برق 

      
٧-H∞ Controller Design for SVC in Industrial Power System-ICEE٩٨. 
 
٨-Controller Design for SVC to Enhance the Voltage Profile in Industrial 
Network-ICEE99. 

 
كنفرانس مهندسي  -حل سينماتيك معكوس رباتهاي دو بازويي با استفاده از شبكه هاي عصبي - 9

  1384-مكانيك
 10- Design of Robust Fuzzy Logic Power System Stabilizer- CESSE٢٠٠٧- 
 Austria 2007. 
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Algorithms in Two Area Power System, Iranian Conf. Elec. Eng. 
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شانزدهمين  - μبا استفاده از سنتز  UPFCنترل كننده مقاوم غير متمركز براي طراحي ك -18
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  NEEC2010ايرانمهندسي برق ملي 

 به منظور بهبود پايداري ديناميكي سيستمهاي قدرت TCSCبهينه سازي پارامترهاي كنترل كننده -24
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٢٥- UPFC Controller Design using QFT Method in Electric Power Systems, 
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٢٦- Consideration of Load Forecast Uncertainty in Calculating the Optimal 

Bidding Strategy of Generating  Companies EUROCON ٢٠٠٩, IEEE Conf.  

٢٧-Optimal Bidding Strategy of Generating  Companies in Imperfect electricity 

markets, POWER TECH ٢٠٠٩, IEEE Conf. 
 

  طرحهاي پژوهشي خاتمه يافته

با استفاده از سوئيچينگ نرم و روش   10kWبا قدرت DC ولت  350طراحي و ساخت منبع تغذيه  -1
  1382تا  1381-با همكاري پژوهشكده برق و الكترونيك دانشگاه صنعتي اصفهان -رتقسيم با

) آمپر 600كيلو ولت و  8(السي بالا با جريان پ .H.Vدر طراحي و ساخت سوئيچ  IGBTاستفاده از  -2
  1383تا  1381-با همكاري پژوهشكده برق و الكترونيك دانشگاه صنعتي اصفهان -

دانشكده مهندسي –براي مطالعات ديناميكي در سيستمهاي قدرت  FACTSمدلسازي ادوات  -٣
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Deregulated Power Systems, International Journal of Electrical Power and 

Energy Systems (Elsevier), ٢٠٠٨. 

٥- Optimal Supplementary Controller Design Using GA for UPFC in order to LFO 

Damping, International Journal of Soft Computing, ٢٠٠٨. 

٦-Low Frequency Oscillations Damping by UPFC with a Robust Fuzzy 

Supplementary Controller, International Journal of Electrical and Power 

Engineering, ٢٠٠٨. 

٧- A Multi-Objective HPSO Algorithm Approach for Optimally Location of UPFC 

in Deregulated Power Systems, American journal of Applied Sciences, ٢٠٠٨. 

٨- Analysis and Design of a New Method for Reduction of  Touch and Step 

Voltages for Earthing Systems using FEM Approach, International Journal of 

Electrical and Power Engineering, ٢٠٠٨. 
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American J. Engineering & Applied Sciences, ٢٠٠٨.  

١٠- Robust Decentralized Controller Design for UPFC using µ-Synthesis, 

Elsevier-Communication Nonlinear Sciences Numerical Simulation (Elsevier), 

٢٠١٠. 

١١- Estimation of Magnitude and Time Duration of Temporary Overvoltages 

using ANN in Transmission Lines during Power System Restoration, Elsevier-   

Simulation Modeling Practice and Theory, ٢٠١٠.  



١٢- UPFC Location and Performance Analysis in Deregulated Power Systems, 

Mathematical Problems in Engineering, ٢٠٠٩. 

١٣ -A Novel Technique for Optimal Capacitor Placement and Sizing in 
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Identification, IUST-International Journal of Engineering Science, ٢٠٠٨.  

 -ولتاژ با استفاده از الگوريتم ژنتيکبراي کنترل همزمان توان و   UPFCطراحي کنترل کننده هاي -- ١٤

  مجله انجمن مهندسين برق و الكترونيك ايران

١٥-Optimal Load Frequency Control using PSO Algorithm in Deregulated 

Power Systems, Int. Review of Automatic Control, ٢٠٠٩. 

مجله  - هينه شده توسط الگوريتم ژنتيكب UPFCبهبود ميرائي نوسانات سيستم قدرت با استفاده از -١٦

  جهاد دانشگاهي -مهندسي برق و كامپيوتر ايران

17- Novel method for Optimal Capacitor Placement and Sizing in Distribution 

Systems with Nonlinear Loads and DG using GA Method, Elsevier-

Communication Nonlinear Sciences Numerical Simulation (Elsevier), ٢٠١٠.   
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